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Compact range
Linear ball bearing and 
housing units
Sealed
Greased,
with relubrication facility

KGHK..-B-PP-AS KGHK..-B-PP-AS
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1) The basic load ratings are only valid for hardened (670 HV + 165 HV) and ground shaft raceways.
2) For fixing screws ISO 4762-8.8.

If there is a possibility of settling, the screws should be secured against rotation.
3) Lubrication nipple, see page 31.

Dimension table · Dimensions in mm

Designation Mass Dimensions Mounting dimensions

m FW B L H JB B1 A5

<g 60,15

KGHK06-B-PP-AS 40 6 32 22,2 27 23 25 16

KGHK08-B-PP-AS 50 8 32 24,2 27 23 25 16

KGHK10-B-PP-AS 70 10 40 26,2 33 29 32 20

KGHK12-B-PP-AS 80 12 40 28,2 33 29 32 20

KGHK14-B-PP-AS 100 14 43 28,2 36,5 34 34 21,5

KGHK16-B-PP-AS 110 16 43 30,2 36,5 34 34 21,5

KGHK20-B-PP-AS 150 20 53 30,2 42,5 40 40 26,5

KGHK25-B-PP-AS 270 25 60 40,2 52,5 48 44 30

KGHK30-B-PP-AS 400 30 67 50,2 60 53 49,6 33,5

KGHK40-B-PP-AS 750 40 87 60,2 73,5 69 63 43,5

KGHK50-B-PP-AS 1 250 50 103 70,2 92 82 74 51,5
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Basic load ratings1)

H2 H4 H5 T5 H6 A3 G2 N1 N3 K5
2) K8

3) dyn.
C

stat.
C0

+0,010
–0,014 N N

13 20,6 5 9 13 9 M4 3,4 7 M3 NIPA1 340 240

14 20,6 5 9 13 9 M4 3,4 7 M3 NIPA1 410 280

16 25,1 5 11 16 11 M5 4,3 10 M4 NIPA1 510 370

17 25,1 5 11 16 11 M5 4,3 10 M4 NIPA1 670 510

18 28,1 6,9 11 18 13 M5 4,3 10 M4 NIPA1 690 520

19 28,1 6,9 11 18 13 M5 4,3 10 M4 NIPA1 890 620

23 29,8 7,4 13 22 15 M6 5,3 11 M5 NIPA2 1 110 790

27 36,6 9,9 18 26 17,5 M8 6,6 15 M6 NIPA2 2 280 1 670

30 42,7 8 18 29 18 M8 6,6 15 M6 NIPA2 3 300 2 700

39 49,7 12,8 22 38 23 M10 8,4 18 M8 NIPA2 5 300 4 450

47 62,3 10,9 26 46 28 M12 10,5 20 M10 NIPA2 6 800 6 300


