Heavy duty range

Linear ball bearing and

housing units

With segment cutout
With or without slot

Sealed
Greased,

with relubrication facility

Starting KGSNO16-PP-AS,
KGSNOS16-PP-AS

120623

Starting KGSNO16-PP-AS,
KGSNOS16-PP-AS

120624

®?
Dimension table - Dimensions in mm
Designation Mass Dimensions Mounting dimensions
m F B L H Iy As B,Y |19
~g +0,15 | £0,01 +0,15

KGSNO12-PP-AS - 80

12 43 32 28 32 21,5 7,6 23
- KGSNOS12-PP-AS 90
KGSNO16-PP-AS - 150

16 53 37 35 40 26,5 10,1 26
- KGSNOS16-PP-AS 150
KGSNO20-PP-AS - 200

20 60 45 42 45 30 10 32
- KGSNOS20-PP-AS 250
KGSNO25-PP-AS - 410

25 78 58 51 60 39 12,5 40
- KGSNOS25-PP-AS 520
KGSNO30-PP-AS - 600

30 87 68 60 68 43,5 14,3 45
- KGSNOS30-PP-AS 760
KGSNO40-PP-AS - 1100

40 108 80 77 86 54 18,2 58
- KGSNOS40-PP-AS 1400
KGSNO50-PP-AS - 2870

50 132 100 88 108 66 22,7 50
- KGSNOS50-PP-AS 2670
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Basic load rating in main load direction.
Dimension B, on diameter Fy.

8 @ Main load direction

82 | WF1

Lubrication nipple. Designs and dimensions, see page 30.

Dimension J; and lubrication hole symmetrical to the bearing length L.
Centring hole DIN 332 type A.

For fixing screws 1SO 4762-8.8.
If there is a possibility of settling, the screws should be secured against rotation.

The basic load ratings are only valid for hardened (670 HV + 165 HV) and ground shaft raceways.
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KGSNO..-PP-AS, KGSNOS..-PP-AS

KGSNOS..-PP-AS
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Star)ting KGSNOS16-PP-AS

View X ™8
Ball Basic load
rows ratings?2

H, Hs  |Ts [He |Gy [Ny N, Ny [Ks® [KgD?  |Width |a dyn. stat.

across G Co max

flats
+0,008 w o Q i
-0,016 uantity [N N
18 6,1 |11 16,5 |[M5 4,3 11,6X3,35 8 M4 NIP4MZ ; 5 78 6 900 1100
22 7,5 |13 21 Mé 53 [1,6X3,35 |10 M5 NIP4MZ ; 5 68 6 1430 1550
25 8 18 24 M8 6,6 |2X4,25 11 Mé NIP4MZ ; 5 55 6 2200 2310
30 8,8 |22 29 M10 8,4 |2,5X5,3 15 M8 NIP5MZ ; 57 6 3950 4300
35 9,7 |22 34 M10 8,4 |2,5X5,3 15 M8 NIP5MZ ; 57 6 5900 6000
45 12,4 |26 44 M12 10,5 |3,15X6,7 |18 M10 | NIP5MZ ; 56 6 10200 9600
50 11,1 |35 49 M16 |13,5 [4X8,5 20 M12 |NIP5MZ ; 54 6 15100 |13900
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KGSNO12-PP-AS, KGSNOS12-PP-AS
KGSNOS12-PP-AS
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