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LM Series Basic Load Ratings  Working Bore
Standard type Open type Adjustable type Dyn Stat. Diameter
Part No. B;\Ill%ir%fuit Part No. Be,\\lll%iguit Part No. B;\III%ir()c:fuit ((l;ﬂo) (E%l')
LME5UU 4 - - LME 5UUAJ 4 200 260 5
LMESUU | 4 - - |iMesuuasl 4 | 260 | 400 | 8 -
LME12UU 4 LME12UUOP 3 LME12UUAJ 4 410 590 12
LME16UU 5 LME16UUOP 4 LME16UUAJ 5 770 1170 16 +9
LME20UU 5) LME20UUOP 4 LME20UUAJ ) 860 1370 20 -1
LME25UU 6 LME25UUOP 5) LME25UUAJ 6 980 1560 25 +11
LME30UU 6 LME30UUOP ® LME30UUAJ 6 1560 2740 30 -1
LME40UU 6 LME40UUOP 5) LME40UUAJ 6 2150 4010 40
LMESOUU| 6 | LMESOUUOP| 5 |LMESOUUAJ 6 | 3280 | 7930 = 50 | *O3
LMEGOUU 6 LMEGOUUOP ® LMEGOUUAJ 6 4700 9990 60
Note) Plating and Raydent treatment are available IN = 0.102kgf
Reference of dynamic load rating Dynamic
Dynamic load rating is based on the nominal life of 50km. load rating
In case of 100km, C on the table needs to be divided by 1.26 Cr—7 *
Ci00 F-——---~- Lo .

ex) LME20 C:860N  C1oo: 682N

L =( % )° X 50 km, L =( CF‘,°°)3 X 100 km,

Nominal life(km)
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LME LMELJOP LMELJAJ

Unit : mm
Dimensions (mm) Alowable
B Wagt. Dametal

Tol. Tol. W D (gr) Cearance
(mm)  (mm) ~ (mm) (um)

12 0o 22 14.5 1.1 | 115 1 - - 12 -5 | LME 5UU

16 | 8 | 25 16.5 11 152 1 | - | - | 20 | -5 | LME 8UU g
22 | o 32 —o_cz) 22.9 _0.(2’ 13 | 21 | 15|75 78 | 41 | -7 | LME1200 B
26 | 9| 36 24.9 13 | 24915 | 10 | 78 | 57 | -7 | LMEI6UU | =
32 45 31.5 16 303 2 | 10 | 60° | 91 | -9 | LME20UU |2
40 _110 58 44.1 185|375 2 |125/| 60" | 215 | -9 | LME250U  [&
47 68 0| 52.1 0185|445 2 |125 | 50" | 3825 | -9 | LME30UU

62 o| 80 703606 703|215| 59 | 3 |16.8| 50° | 705 | -13 = LME4OUU

75 | 713 | 100 77.6 265 72 | 3 | 21 | 50° |1130| -13 | LME50UU

90 | @ 125 | o9 [101.7| o3 |3.15|86.5| 3 |27.2| 54° | 2220 -16 | LME6OUU
% Based on Standard type 1N = 0.102kgf
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